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Data Hub: Simplified Management
Utilize a comprehensive data statistics system to track business performance with
clear charts, ensuring you maintain control over your business's growth.

C]_ Versatile Platforms Availability Plus Offline Capability

- Support for PC, web browsers, and mobile devices enhances
flexibility. Support offline functionality to scan and access data
anytime, anywhere.

Guilin Kevin Peter Technology Co., Ltd.
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Add: North side of Linsu Rd, Lingui Town, Lingui Dist., Guilin, Guangxi 541100, P. R. China.
Tel:+86-773-2352685 Email: sales2@kvpeter.com
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This tool comes with both large and small tips to cater to various needs:
Large Tip: Ideal for general use, accommodating various patients.

Small Tip: Specifically crafted for patients who have limited mouth
opening.

Both tips are equipped with a self-heating anti-fog feature that prevents
lens fogging, ensuring a clear view at all times.

The ergonomic, streamlined design fits comfortably in the oral cavity,
reducing the feeling of foreign objects and minimizing throat irritation,
which improves patient comfort.
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Adapt to harsh oral conditions such as dark
spots and high reflections.
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40 Fast Scanning For Enhanced Efficiency

The Smile 2 device utilizes a high-speed scanning capability of
40 frames per second, capturing intricate details with
remarkable precision. This enables the production of efficient

digital impressions that are aligned with the demands of a ik d
giiar fmpressions T are a1g Sterilization
fast-paced clinical environment. A .
Prioritizing Safety First
The Smile 2 features a built-in UV light that automatically
disinfects the scanner's components when not in use. This

Create realistic simulation animations to enhance communication between doctors and patients. Automatically identify unnecessary soft tissue.
1 5 U m functionality effectively curbs bacterial growth and
fe experience every time you use it. . . .
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. comfortable one-handed control. Even during Identify any undercuts and assess the Verify the occlusal conditions and assess Measure the distance between any two points.
Depth Of Field ; ) ) extent of the undercut areas. the available space.
With a depth of field of 20 Smile 2 id lent prolonged use, its ergonomic design
ith a depth of field of 20mm, Smile 2 provides excellen - . .
minimizes fatigue, enhancing ease of
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Smile 2 harnesses advanced high-speed vision technology to Smile 2 gfovides B o Draw the margin line of the tooth to Integrate with EXO systems. Automatically identify unnecessary soft tissue.
enhance scanning speed dramatically. Our Al effectively navigates - ) i indicate where it meets the gum area.
challenging environments, including dark spots and overexposure, regardiess of orientation. The
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and crystal-clear data consistently, every time.
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Software Features
Intraoral Scanner

Quickly create models that can be used for ~ Scan up to three occlusion records.
3D printing.

Guilin Kevin Peter Technology Co., Ltd.



